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Limit and Enclosed Switches HDLS Series
Heavy Duty Limit Switches

A30 Honeywell 1  Sensing and Control 1 1-800-537-6945 USA 1 F1-815-235-6847 International 1 1-800-737-3360 Canada

ADDITIONAL FEATURES AND OPTIONS

1 Wide variety of operating heads
1 Field adjustable operating modes, for

reduced inventory
1 Convenience of on-the-spot adjustment

instructions
1 Complete choice of circuitry and

electrical rating options, including solid
state switching

1 Plug-in and non plug-in versions have
identical operating characteristics and
are dimensionally interchangeable

1 Manifold (rear-wire) version
1 NEMA 1, 3, 4, 4X, 6, 6P, and 13*
1 UL Listed, file #E37138
1 CSA Certified, file #LR57326
1 Explosion-proof version page A113
1 Low temperature versions to –40°F

(–40°C) page A42
1 Captive head and body screws
1 Designed to withstand seismic shock
1 Stainless steel (NEMA 4X) version page

A47

1 Preleaded cable or prewired connector
types page A42

1 Epoxy filled wash down (NEMA 6P)
types page A44

1 Completely fluorocarbon (FC) sealed
versions page A42

* Depending on operating head, prewired connector or cable, enclosure ratings may vary. For enclosure rating information on specific
catalog listings, contact the 800 number.

Sintered bronze
bearings on 303
stainless steel
operating shaft for
long mechanical
life and operational
reliability.

Boss-and-socket
head design for
secure head-to-
body retention.

Unique all-metal
drive train for
consistent oper-
ating character-
istics even at high
temperature; lasts
longer (without the
need for frequent
adjustment) than
drive trains with
plastic parts.

Self-lifting pressure
plate terminals
save wiring time.

Easily identified
grounding terminal
(inside) for
compliance with
OSHA and other
regulatory agency
standards.

One piece flat
gasket: seals
better than gaskets
that go around
curves and
corners. Does not
contact terminal
pins to reduce
chances of fluid
migration.

Front mounting and interchangeability
of single- and double-pole switches,
plug-in and non plug-in with one another
and with other switch brands.

Tracking
interchangeability of actuator
levers for single- and double-
pole switches, plug-in and
non plug-in.

Twin shaft seals for an extra measure
of protection. Inner FC O-ring
seal, outer Buna-N seal, all FC available.

FC shaft and
diaphragm seals on
side rotary
switches.

Rugged corrosion-
resistant zinc head
and body are
phosphate treated
and epoxy finished.

Exclusive teller tab assures
proper torque. When it cannot
be moved the lever is tight
enough to prevent slippage.

Domestic and international
conduit taps.
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ROTARY OPERATING HEADS

The head type is designated by the first
three letters in the catalog listing, i.e.,
LSA1A-1A has an LSA standard side rotary
head. See order guides for details. All are
momentary action, except the maintained
contact LSN head.

Side rotary Top rotary

SIDE ROTARY
LSA — Standard

Overtravel 60° minimum, pretravel 15°
maximum, differential travel 5° (single-
pole) and 7° (double-pole) maximum.

LSP — Low Differential Travel
Overtravel 68° minimum, pretravel 9°
maximum, differential travel 3° (single-
pole) and 4° (double-pole) maximum.

LSR — Low Operating Torque
Overtravel 60° minimum, pretravel 15°
maximum, operating torque 1.7 in. lbs.
(0,19 Nm) maximum.

LSH — Low Torque, Low Differential
Travel

Overtravel 68° minimum, operating
torque 1.7 in. lbs. (0,19 Nm) maximum,
differential travel 3° (single-pole) and 4°
(double-pole) maximum.

LSS — Gravity Return
Operating torque 5 in.-oz.

LST — Extra Low Torque
Operating torque 12 in.-oz.

LSL — Sequence Action
Delayed action between operation of two
poles, in each direction. Overtravel 48°
minimum.

LSM — Center Neutral
One set of contacts operates on clock-
wise rotation, another set on counter-
clockwise rotation. Overtravel 53°
minimum.

LSN — Maintained Contact
Operation is maintained on counterclock-
wise rotation, reset on clockwise rotation,
and vice versa. Overtravel 20° minimum.

TOP ROTARY
LSB – High Overtravel

Top rotary actuation is ideal when in-
creased overtravel is required (100° mini-
mum.) Uses same levers as side rotary
switches.

ROTARY LEVERS

Shown below are typical lever series for side
and top rotary switches. Additional versions
are described in the lever order guides.
LSZ51 — Standard Roller Lever (1.5N)
LSZ55 — Offset Roller Lever
LSZ53 — Yoke Roller Lever

For use with LSN maintained contact
switches.

LSZ52 — Adjustable Length Roller
Lever

LSZ54 — Rod Lever
May be cut or formed by user. Available in
flexible versions.

LSZ61 — Adjustable Loop Lever

LSZ51 LSZ55 LSZ53

LSZ54 LSZ52 LSZ61

Field adjustable to match application needs

Actuation is adjustable for operation clock-
wise, counterclockwise, or in both direc-
tions. Adjusting instructions are cast into the
internal lid of side rotatary heads for conve-
nient reference.

Head may be positioned
Levers lock in any position, and locked in any
360° around the shaft. of four 90° positions.

CW CW and CCW CCW
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